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SAFTEY INFORMATION

This manual contains very importainformation. Thismanualprovides for information to promoteSAFTEY and to PREVENT
EQUIPMENT PROBLEMS. Touralprstandthis information, observe the following:

DANGER:

WARNING

CAUTION:

NOTICE:

WARNING:

oDanget indicates and imminently hazardous situation which, if not avoigdel result in death or serious
injury.

dWarning indicates a potentially hazardosguationwhich if not avoidedgouldresult in death or serious
injury.

oCautiort indicates a potentially hazardous situation which, if not avoigedy result in minor or moderate
injury.

oNoticet indicates important information, that if not followed, may cause damage to equipment.

CALIFORNIA PROPOSITION 65

This praluct or its power cord macontain chemicals known to the state of California to cause cancer and
birth defects or other reproductive harm. Wash hands after handling.

1. Allow only trained, authorized persons who have read and understood these operatingciitsts to use this
equipment. Failure to follow the instructions, procedures and safety precautions in this manual can result in acci
and injuries.

2. NEVERtart or operate thecompressor undeunsafeconditions.Tagthe compressordisconnectand
lockout all powerto it to preventaccidentalstart-up until the conditionis corrected.

3. Install,use,and operate thecompressoonly infull compliance withall pertinent OSHA regulationand
allapplicableFederal State &Localcodes,standardsand regulations.

4. NEVER modifthe compressor or controlé any way.

5. Keep a firshid kitin aconvenient placeSeek medical assistanpeomptly in caseof injury. Avoid infection
by treating anysmall cutsand burns promptly.

DANGER: Failure to follow instructions and safety guidelines in this manual can re
in serious injury or death. Ensutbat all users of this product read and understand
this manual. Store the manual near the compressor for ease of reference. If the
manual becomes damaged or illegible contact the manufacturer for a replacement
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BREATHABLE AIR

1. NEVERise airfrom this compressofor breathable airexcept infull compliance withOSHAStandard29 CFR
1910and anyother Federal,Stateor Localcodesor regulations

2. DO NOTuse airine antticer systems irair lines supplyingespiratorsor other equipment usedo produce
breathableair. DO NOTdischargeair from thesesystems irunventilatedor other confinedareas.

. DANGERDeath orserious injury can result from inhaling compressed aif
without using proper safety equipment. See OSHA standards on safety

Pressurized Components
This equipment is supplied with an ASME designed and rated pressure vessel
protected by an ASME radeelief valve. Pull the ring before each use to
ensure the valve is functiondhO NOTattempt to open the valve while the
machine is under pressure. See figure on the right.

CAUTION: DO NOT PULL WITH
PRESSURE IN SYSTEM

PersonalProtective Equipment

Be sure alBe sure all operators and others around the compressor and its controls comply with all applicable OSHA,
Federal, State and Local regulations, codes, and standards relating to personal protective equipcheatihgrespiratory
protective equipment, protetion for the extremities, protective clothing, protective shields and barriers, electrical
protective equipment, and personal hearing protective equipment.

Read all manuals and information supplied for this unit carefully. Be thorough
familiar with all inspection and operation guidelines. Only persons that have
read and understand this manual should operate the compressor.

The engine can produce high noise levels. Prolonged exposure to noise levels above 85 dBA is hazardous to hearing. A
wearear protection when operating or working around the unit.



http://de.wikipedia.org/wiki/datei:iso_7010_m003.svg
https://creativecommons.org/licenses/by-sa/3.0/
https://creativecommons.org/licenses/by-sa/3.0/
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Road Safety
We provide you with all the documents necessary to obtain the registration certificate.

NONBRAKED COMPRESSORS must be towed by a vehicle having a net weigtwatileastgreaterthan thetotal
weightof the towed compressor

This weight ishe total authorized loaded weiglfill in for future referencey Ibs.
Towable weight is generally specified in the registration certificate of a van or a truck. If in doubhorddcontact the
manufacturer ofthe towing vehicle.

YOU MUST REQUEST A VEHICLE REGISTRATION CERTIFICATE FROM A LOCAL AUTHORIT
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NHTSA Notification Statement

If you believe that your vehicle has a defect that could cause a crash or could cause injury or deatishgald
immediately inform the National Highway Traffic Safety Administration (NHY8&Ad the manufaturer.

If NHTSA receives similar complaints, it may open an investigation, and if it finds that a safety defésts in a
group of vehicles, it may order a recall and remedy campaigawever, NHTSA cannobecomenvolvedin
individual problemsbetweenyou, your dealer, orthe manufacturer

To contact NHTSA youmayeither call the Vehicle SafetyHotline toll-free at 1-888 327-4236 (TTY:1-
800-424-9153),goto http://www.safercar.ggvor write to:

Administrator

NHTSA

1200 New Jersey Avenue SEashington,
DC 20590

Youcanalsoobtain otherinformation aboutmotor vehiclesafetyfrom http://www.safercar.gov



http://www.safercar.gov/
http://www.safercar.gov/
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NomenclatureS090, S11&T/TR)

1. ENGINE 2. COMPRESSOR OIL FILTER

3. AIRFILTER / ENGINE 4. COOLING LIQUID / ENGINE

5. INLET VALVE 6. SEPARATOR

7. AIREND 8. COMPRESSOR OIL FILL

9. ENGINE OIL FILL 10. MOTOR SPEED CONTROL CYLINDER
11. ENGINE OIL DIPSTICK 12. OIL FILTER

13. FUEIFILTER 14. STOP SOLENOID

15. SAFTEY VALVE 16. FAN
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NomenclatureS185(ST/TR)

1. ENGINE 2. COMPRESSOR OIL FILTER
3. AIRFILTER / ENGINE 4. COOLING LIQUID / ENGINE
5. INLET VALVE 6. SEPARATOR

7. AIR END 8. COMPRESSOR OIL FILL

9. ENGINE OIL FILL 10. MOTOR SPEED CONTROL
11. ENGINE OIRIPSTICK 12. OIL FILTER

13. FUEL FILTER 14. EXHAUST DOWN PIPE

15. SAFETY VALVE 16. FAN

17. CONTROLLER 18. PARTICLE FILTER
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NomenclatureS090, S115, S185 (ST/TR)

1. TIRES 2. AXLE

3. TRAILERTAND LEG 4. HITCH MOUNT

5. ADJUSTABLE DRAW BAR 6. COVER

7. VERTICAL LIFTING POINT 8. COMPRESSOR LOUVERS
9. AIR LINE CONNECTION 10. CONTROL PANEL

11. TAILLIGHTS 12. TRAILER FRAME
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Installation
Area
1. Thecompressomustbe operatedonlyin aclean,dry, andwell-lit area.Be surethe areacanmaintaina
temperaturerangebetween35d¢=- M M f.6

/1P ¢LhbY LF FYOoASY(d GSYLIS
sure to protect safety/relief valves and drain valves from
freezing. NEVER operate compressor with temperatures
0St26 mMpeC 2N I 062@3S mMHuHpsC

2. Allow sufficient space around the compressor for maintenance access and adequate airflow
DO NOT operate the compressor wétharp, blanket or cover surrounding the machine.
4. The locatiormustallow for adequate, unobstructed airflow for clirog and for the combustion of air in the engine.

w
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Exhaust

1.

w

Never attempt to attach ductwork tthe muffler system to allow for installation inside an enclosétgaching any
form of ductwork to the muffler systernan cause hediuildupand increased exhaust back pressure resulting in
possible exhaust leakage and damage to the compressor.

Place theunit so that exhaust fumes will not be directed towards people or towards air intakes.

Keep groperly chargedf A NB S E( Ay 3 dzA & K,SuhidbeNdmilis® with ilsluse/ ¢ Yy S| Nb &
Provide andusebattery operated or battenjpackupstyle carbon monoxide alars in any structure that is in close
proximity to a running compressor.

NEVER run a combustion powered air compressor inside any enclosed or semi enclosed spaces, including but r
limited to homes, garages, basements, sheds, boxes, enclosed truck biggsnglcontainersRVspr boats. These
spaces can trap poisonous gasses even if you run a fan or open windows. If you start to feelzgiok,weak
while using the compressor, shut off the engine and get to fresh air RIGHT AWAY. Seek medical. afmnticay
have carbon monoxide poisoning.

DANGERDeath or serious injury can result fromsphyxiation Running

. engines produce carbon monoxide (CO), a colorless, odorless poisonol
gas. CO generated by the engine can rapiatgumulate even in areas
that appear to be well ventilated. Thi€O accumulatiorcan result in
dangerous and FATAL concentrations within minutes.

Lifting and MovementForklift

1.
2.

o0k w

Make sure lifoperators stay awarewvhile movingthe compressor

Be sureto uncrate the compressor prior to movemendncrating the compressavill allow a visual reference for
the balance of the unit.

Be sure the load is secure and well balanced before moving the compressor.

Make sure the forks are fully engaged and lguabr to lifting or moving the unit.

Keep the unit/load as low as possible while moving and refrain from quick changes in direction.

For all other forklift safetgtandardsfegulations please reference OSH#10.178 Powered industrial trucks

CAUTION CAUTION: Compressors, especially
’ ‘ vertical units are exceptionally top
heavy. Take care when moving and
do not make fastor suddenmoves
— during transport.

TOP HEAVY

10
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General Lifting Information

1. Carefully inspect all lifting equipment and ensure inigood conditionTherated capacity of lifting equipment
must exceed compressor weigiNEVERft with under sizedbr damagedequipment
2. Ifusing lifting equipment, ensure all lifting points are in good condition and tighten any loose nuts or botts befo
lifting. Verify that here are no cracks in the welding points of the slings, of the attachment poiatsyoother
componentsused for lifting,
3. Ensurethe lifting capacity of the equipment is not exceeded by the weight of the combined items beidg lifte
4. A slingMUSTbe used when moving the compressuith a helicopter or other airborne equipment. Be sure to
follow OSHA standards 1910 subpart N.
5. Use guide ropes or equivalent to prevent twisting or swinging of the compressor while it is in the NIE¥YRR
attempt to lift the unit in high winds. Kedgpe compressor as low to the ground as possible.
6. Keepeveryoneaway from the compressor when it is liftdd©O NOTallow anyoneunder the compressor while it is
being lifted.
7. DO NOTuse bolts or other hooksn individual components to move the compressor.
8. When moving and or placing the compressor ensure it isr@across a surface that can hold the combined weight
of the compressor and the loading equipment.
9. NEVERtore the compressor suspended by its lifting points.
WARNING: Do NOT operate the unit if damaged during shipping, handli
or use. Damage may result in bursting and may cause injury to persons
property damage. If the unit is received with damage, please contact
® customer support as sm as possible.
Anchoring

To ensure proper and safe operation of the compressomfiemustbe anchored to a flat, smootsurface Compressors
mustbe on % inch (6.35mnMIAXIMUMthick rubber antivibration pads.

Truck Installation
You can install theommpressor in a truck for convenience and portability. Be sure to follow these additiafedl/
precautions:

1.

2.

Boltthe compressor tahe i NHzO]1 6 SR 6 A GK NHz0 6 SNJ A a2 f thickardér th# tahk v 2

feet. Thicker padding will INCREASE vibration from the unit and greatly increase the chance of the tank cracking

other unit damage.
Portable compressors must be secured during transport to avoid unit damage.

11
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Prior to Towing
1. Ensurethe enclosure surrounding the unit is correctly closed and secured.
2. Make sure thathe tires are in good condition, inflated to the correct pressure, and the lug nuts are tightened to
the correct specification.
Verify that dl signal lights function corrdy, and the connection voltage is 12V.
Check the compressor is securely fastened to the trailer.
Verify the stand leg is raised and safely locked into position.
Make sure thatlie signal lights and/or reflectors are clean and not damaged.
Adjust the drawbar to the height of the towing vehicknd/or towing equipment so that the draw bar is as level as
possible and correctly lock appropriate pins and levers in place.
Ensure the hitch ball is locked securely in place and the trailer cannot disconnechidowing vehicle.
9. Connect signal cables and check the proper function of the lights.
10. Hook the safety chains to the towing equipment.
11. Ensure chains and cables do not interfere with the movement of the compressor or drag along any surface.
12. DO NOT usthis gquipmentto tow or movepersonnel.
13. DO NOT transport the unit with more than 4 gallons of fuel in it.
14. DO NOT operate the unit while it is in motion and DO NOT op#ratenit while the compressor is being towed.

No gk ow

©

Electrical Safety
1. Follow all NEC ardcal codes for electrical wiring. Allow only authorized service personnel or certified electricians
to install electrical components.
2. Ensurethat incoming service has adequate ampere rating.
Do not used mixed wire sizes when wiring the unit.
4. The unit musbe properly groundeddO NOTconnect ground to air or cooling lines.

w

DANGER: Be sure only trained and authorized personnel install and maint
this compressor in accordance with all applicable federal, local, and state
codes, standards, ancegulations. Follow all NEC (National Electric Code)
standards especially those concerning equipment grounding conductors.

DANGER: Improperly grounded electrical components are shock hazards.
Make sure all components are properly groundedpoevent death or serious
iniury.

12



ROTARY TOW BEHINIREV010322

Battery Component

Varied models of compressor are equipped with an electronic starter but require a customer supplied, 12V battery for
operation. Be sure to follow safety steps and use prgecedures whenetting up, connecting, and disconnecting the
battery. Check with your batteries manufacturer for more details.

1.

© N gr WD

Always wear appropriate eyandskin protectionwhile handling the battery.

Batteries can release explosive gasses. NEVER smoke or instadha ihedir sparks or other ignition sources.
Use a minimum of 6 AWG wire for battery cables.

Connect positive (+) cable to the start solenoid on the engine.

Connect negative-) cable to one of the engine mounting bolts.

Connect the other end of thpositive (+)able to the positive (+) battery terminal.

Connect the other end of the negativg ¢able to the negative) battery terminal.

To disconnect the battery first remove the negative cable from the negative battery terraimdthen disconnect
the positive cable from the positive battery terminal.

CAUTION: NEVER touch both battery terminals at the same time with han
or anynon-insulated tools. Always follow proper sequence for connecting
and disconnecting the batteryfailure to do so may result in serious injury.

Piping(Safety steps)

1. Install appropriate flowlimiting valves as necessary accordingh® pipe size(s) used and run lengths. Htep will
reduce pressure in case of hose failure, per OSHA Standard 29 CFR 1926.302(b)(7).

2. Flowlimitingvalves N3 f AaiSR o6& LIALIS &ATS YR NXGSR / Cad {Sf
recommendations.

3. Use a flexible connector betweehe compressor tank and dryer/piping system to minimize noise, vibration, pump
wear, and to prevent damage to the unit or piping system.

4. Install ASME code safety valves aagip thepiping system with adequate condensate drains.

DANGER: NEVHERtall a shut off valve such as a glove or gate valve
between the pump discharge and the air tank unlegsu havean ASME
rated safety valve rated for the correct pressure installed in the line
between the valve and the compressor pump.

13
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5. Minimum pipe size for compressed air lines: (Pipe sizes are shown in inches)

CFM 25t 50ft 100ft 250ft
20 A % Y 1

40 A % 1 1

60 A 1 1 1
100 1 1 1 1CYa
125 1CY% 125 1CY 1¢%
160 1C Y% 1¢% 2 215
200 1CY% 2 235 2-Y,

6. Check the & systems daily for leakBaily checlelp to preventanyunnecessary load on the compressor and help
to increase energy savings.
7. Examples of air systems:

Closed loop system. Install tee fitting in piping from air to minimize pressure

Air Drop

O

drop and toallow air flow in two directions.

Air Drop: Install tee fitting with
branch to top to minimize
condensation.

From Compressor

Elevation View

TFrom

Compressor

Water trap
with drain

—_—
To Air Tool

8. Make sure anyube, pipe, fitting, or hose connected to the unit can withstand operating temperatures and retain

pressure.

9. Never use reducers in discharge piping. Keep all piping and fittings the same size in the piping system.

b

WARNING: Never use plastic (P{pe for compressed air. Serious injury or
death could resultPiping MUST have a pressure rating of 200 PSI or greate

14



ROTARY TOW BEHINIREV010322

Refueling

Internal combustion engines require fuel to operatdthoughrefueling the engine may seem like a menial task it can be
hazardous if not done properly.

1. DO NOTouch the engine during use. Enggt{especially the exhauswill be hot. Allow time for the engine to cool
down prior to refueling.

2. DO NOT refuel the unithile the engine is running.
3. DO NOT operate the compressor if any fuel has been spilt. Clean up any spilt fuel prior to starting the engine.
4. DO NOT operater refuel near a pilot light or open flame.
5. DO NOT refuel the unit while smoking or operating &tz device.
Storage

For longterm storage (6 months or longer) please consult the manufacturer for the proper procedure for storage of the
compressor to ensure no issues develop during the storage period.

15
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Tire Safety

tudies of tire safety show that
aintaining proper tire pressure,
observing tire and vehicle load limits
(not carrying more weight in your vehicle than
your tires or vehicle can safely handle), avoiding
road hazards, and inspecting tires for cuts,
slashes, and other irregularities are the most
important things you can do to avoid tire failure,
such as tread separation or blowout and flat
tires. These actions, along with other care and
maintenance activities, can also:

« Improve vehicle handiing

+ Help protect youandothers from avoidable break-
downs andaccidents

* Improve fuel economy
* Increasethe life of yourftires.

This booklet presents a comprehensive overview
of tire safety, including information on the
following topics:

« Basictire maintenance

« UniformTireQuality GradingSystem

« Fundamental characteristicsof tires

+ Tiresafety tips.

Use this information to make tire safety a regular
part of your vehicle maintenance routine.
Recognize that the time you spend is minimal
compared with the inconvenience and safety
consequences of a flat tire or other tire failure.

Safety First-Basic Tire Maintenance

Properly maintained tires improve the steering,
stopping, traction, and load-carrying capability of
your vehicle. Underinflated tires and overloaded

vehicles are a major cause of tire failure.
Therefore, as mentioned above, to avoid flat
tires and other types of tire failure, you should
maintain proper tire pressure, observe tire and
vehicle load limits, avoid road hazards, and
regularly inspect your tires.

Finding Your Vehicle’s Recommended
Tire Pressure and Load Limits

Tire information placards and vehicle
certification labels contain information on tires
and load limits. These labels indicate the vehicle
manufacturer's information including:

+ Recommendedtire size

» Recommendedtire inflation pressure

« Vehide capacity weight (VCW-the maximum occupant
andcargo weight a vehicle isdesigned to carry)

+ Frontand rear grossaxle weight ratings (GAWR-
the maximum weight the axle systemsare designed
to cary).

Both placards and certification labels are
permanently attached to the vehicle door edge,
door post, glove-box door, or inside of the trunk
lid. You can also find the recommended tire
pressure and load limit for your vehicle in the
vehicle owner's manual.

Understanding Tire Pressure
and Load Limits

Tire inflation pressure is the level of air in the
tire that provides it with load-carrying capacity
and affects the overall performance of the
vehicle. The tire inflation pressure is a number
that indicates the amount of air pressure—
measured in pounds per square inch (psi}-a tire

16
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requires to be properly inflated. (You will also
find this number on the vehicle information
placard expressed in kilopascals (kPa), which is
the metric measure used internationally.)

Manufacturers of passenger vehicles and light
trucks determine this number based on the
vehicle’s design load limit, that is, the greatest
amount of weight a vehicle can safely carry and
the vehicle's tire size.The proper tire pressure for
your vehicle is referred to as the “ recommended
cold inflation pressure.” (As you will read below,
it is difficult to obtain the recommended tire
pressure if your tires are not cold.)

Because tires are designed to be used on more
than one type of vehicle, tire manufacturers list
the “ maximum permissible inflation pressure”
on the tire sidewall. This number is the greatest
amount of air pressure that should ever be put
in the tire under normal driving conditions.

Remember, however, that the vehicle
manufacturer, not the tire manufacturer,
determines the correct
tire pressure
for the tires
on your
vehicle.

Checking Tire Pressure

It is important to check your vehicle’s tire
pressure at least once a month for the
following reasons:

+ Most tiresmaynaturally loseair over time.

« Tirescan loseair suddenly if youdrive overa pothole
or otherobject or if youstrike thecurb when parking.
With radial tires, it is usually not possible to determine
underinflation by visual inspection.

For convenience, purchase a tire pressure gauge
to keep in your vehicle. Gauges can be
purchased at tire dealerships, auto supply stores,
and other retail outlets.

The recommended tire inflation pressure that
vehicle manufacturers provide reflects the
proper psi when a tire is cold. The term cold
does not relate to the outside temperature.
Rather, a coldtire is one that has not been
driven on for at least three hours. When you
drive, your tires get warmer, causing the air
pressure within them to increase. Therefore, to
get an accurate tire pressure reading, you must
measure tire pressure when the tires are cold or
compensate for the extra pressure in warm tires.

Steps for Maintaining Proper
Tire Pressure

Step 1: Locate the recommended tire pressure on the
vehide's tire information placard, certification label, or
in the owner’'s manual.

Step 2: Record the tire pressure of all tires.

Step 3: If the tire pressure is too high in anyof the
tires, slowly releaseair by gently pressingon the tire
valvestemwith theedge of your tire gauge until you
get to thecorrect pressure.

Step 4: If the tire pressure is
00 low, note the difference
een the measuredtire
pressure and thecorrect tire
pressure.These'missing”
poundsof pressurearewhatyou
will need to add.

Step 5: At a servicestation, add the
missing pounds of air pressure to each tire thatis
underinflated.

Step 6: Checkall the tiresto make sure they have the
sameair pressure (exceptin casesin which the front
and rear tiresare supposed to have different amounts
of pressure).
If you have been driving your vehicle and think
that a tire is underinflated, fill it to the
recommended cold inflation pressure indicated on
your vehicle’s tire information placard or
certification label. While your tire may still be
slightly underinflated due to the extra pounds of
pressure in the warm tire, it is safer to drive with
air pressure that is slightly lower than the vehicle
manufacturer's recommended cold inflation
pressure than to drive with a significantly
underinflated tire. Since this is a temporary fix,
don't forget to recheck and adjust the tire's
pressure when you can obtain a cold reading.

Tire Size

Tomaintain tire safety, purchase new tires that
are the same size as the vehicle's original tires or
another size recommended by the manufacturer.
Look at the tire information placard, the owner’s
manual, or the sidewall of the tire you are
replacing to find this information. If you have
any doubt about the correct size to choose,
consult with the tire dealer.

17
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Tire Tread

The tire tread provides the gripping action and
traction that prevent your vehicle from slipping
or sliding, especially when the road is wet or icy.
In general, tires are not safe and should be
replaced when the tread is worn down to 1/16
of an inch. Tires have built-in treadwear
indicators that let you know when it is time to
replace your tires. These indicators are raised
sections spaced intermittently in the bottom of
the tread grooves. When they appear “even ”
with the outside of the tread, it is time to
replace your tires. Another method for checking
tread depth is to place a penny in the tread with
Lincoln's head upside down and facing you. If
you can see the top of Lincoln’s head, you are
ready for new tires.

Tire Balance and Wheel Alignment

Toavoid vibration or shaking of the vehicle when
a tire rotates, the tire must be properly balanced.
This balance is achieved by positioning weights
on the wheel to counterbalance heavy spots on
the wheel-and-tire assembly. A wheel alignment
adjusts the angles of the wheels so that they are
positioned correctly relative to the vehicle’s
frame. This adjustment maximizes the life of
your tires and prevents your car from veering to
the right or left when driving on a straight, level
road. These adjustments require special
equipment and should be performed by a
qualified technician.

Tire Rotation

Rotating tires from front to back and from side
to side can reduce irregular wear (for vehicles
that have tires that are all the same size). Look in
your owner’s manual for information on how
frequently the tires on your vehicle should be
rotated and the best pattern for rotation.

A Tire Rotation €xample
For maximum mileage, rotate your tires every
5,000 miles. Follow the correct rotation patterns.

Rear- and F el Orive

Tire Repair

The proper repair of a punctured tire requires a
plug for the hole and a patch for the area inside
the tire that surrounds the puncture hole.
Punctures through the tread can be repaired if
they are not too large, but punctures to the
sidewall should not be repaired. Tires must be
removed from the rim to be properly inspected
before being plugged and patched.

Uniform Tire Quality Grading System
(UTQGS)

Tohelp consumers compare a passenger car
tire’s treadwear rate, traction performance, and

temperature resistance, the federal government
requires tire manufacturers to grade tires in
these three areas. This grading system, known
as the Uniform Tire Quality Grading System,
provides guidelines for making relative
comparisons when purchasing new tires. You
also can use this information to inquire about
the quality of tires placed on new vehicles.

Although this rating system is very helpful when
buying new tires, it is not a safety rating or
guarantee of how well a tire will perform or
how long it will last. Other factors such as
personal driving style, type of car, quality of the
roads, and tire maintenance habits have a
significant influence on your tire’s performance
and longevity.

Treadwear grades are an indication of a tire’s
relative wear rate. The higher the treadwear
number is, the longer it should take for the tread
to wear down. For example, a tire grade of 400

should wear twice as long as a tire grade of 200.

Traction grades are an indication of a tire’s
ability to stop on wet pavement. A higher
graded tire should allow you to stop your car on
wet roads in a shorter distance than a tire with
a lower grade. Traction is graded from highest
to lowest as “AA”, “A”, “B”, and “C”".

Temperature grades are an indication of a tire’s
resistance to heat. Sustained high temperature
(for example, driving long distances in hot
weather), can cause a tire to deteriorate, leading
to blowouts and tread separation. From highest
to lowest, a tire’s resistance to heat is graded as
“ A YBY% ontCl

18
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Tire Fundamentals

Federal law requires tire manufacturers to place
standardized information on the sidewall of all
tires. This information identifies and describes the
fundamental characteristics of the tire and also
provides a tire identification number for safety
standard certification and in case of a recall.

Information on Passenger Vehicle Tires
Please refer to the diagram below.

Radd  Rimdameter
Ratio of heightto | code

Treadwear, traction
and temperature grades Max. load rating

P

The “P” indicates the tire is for passenger vehicles.

Next number
This three-digit number gives the width in
milimeters of the tire fromsidewall edge to
sidewall edge. In general, the larger the number, the
wider the tire.

Next number
This two-digit number, known as theaspect ratio, gives
the tire's ratio of height to width. Numbersof 70 or
lower indicate ashort sidewall for improved steering
responseandbetter overall handling on dry pavement.

R
The “R" stands for radial. Radial plyconstruction of
tireshas been the industry standard for the past 20
years.

Next number
This two-digit number is the wheel or rim diameter in
inches. If youchange your wheel size, you will have to
purchasenew tires to match the new wheel diameter.

Next number
Thistwo- or three-digit number is the tire's load index.
It isa measurement of how much weight eachtirecan
support.Youmay find this informationin yourowner’s
manual. If not, contact a local tire dealer. Note:You
maynot find this information on all tiresbecause it is
not required by law.

M+S
The “M+S” or “M/S” indicates that the tire has some
mud andsnow capability. Most radial tireshave these
markings; hence, they have somemudandsnow capa
bility.

Speed Rating
Thespeed rating denotes thespeed at which a tire is

designedto be driven for extended periods of time.The

ratings rangefrom 99 milesper hour (mph) to 186
mph.Theseratings are listed below. Note:You maynot
find this information on all tiresbecause it is not
required by law.

Q 99mph H 130 mph
R 106 mph V 149 mph
S  112mph W 168 mph*
T 118mph Y 186 mph*
U

* Fortireswith a maximum speed capability over 149mph,
tire manufacturers sometimesuse the letters ZR. For those
with a maximum speed capability over 186mph, tire manu
facturers aways use the letters ZR.

U.S. DOT Tire Identification Number
Thisbeginswiththeletters “DOT” andindicatesthat the
tire meets all federal standards.The next two numbers
orlettersare the plant code where it was manufactured,
andthe lastfour numbersrepresent the weekandyear

the tire was built. Forexample, the numbers 3197
meansthe 31st week of 1997. Theother numbersare
marketingcodesusedat themanufacturer'sdiscretion.
Thisinformationis usedto contactconsumersif atire
defectrequiresarecall.

Tire Ply Composition and Materials Used
The number of plies indicates the number of layers of
rubber-coated fabric in the tire. In general, the greater
the numberof plies, themore weight a tire cansupport.
Tire manufacturers also mustindicate the materialsin
thetire, whichincludesteel, nylon, polyester,andothers.

Maximum Load Rating
This numberindicates the maximumload in kilograms
and pounds that can be carried by the tire.

Maximum Permissible Inflation Pressure
This number is the greatest amount of air pressure
that should ever be put in the tire under nomal
driving conditions.

UTQGS Information

Treadwear Number
This numberindicates the tire’s wear rate.The higher
the treadwear number is, the longer it should take for
the tread to wear down. Forexample, a tire graded
400should last twiceas longas a tire graded200.

Traction Letter
This letter indicatesa tire’s ability tostop on wet pave
ment. A higher gradedtire should allow you tostop
your car on wet roads in ashorter distancethana tire
with a lower grade. Traction isgradedfrom highest to
lowestas “AA","A", “B", and “C”.

Temperature Letter
This letter indicatesa tire’s resistanceto heat. The
temperature gradeis for a tire that is inflated properly
and not overloaded. Excessive speed, underinflation or
excessive loading, either separately or in combination,
can causeheat build-up and possible tire failure. From
highest to lowest, a tire’s resistanceto heat isgraded
as“A”, “B", or“C".
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Additional Information on Light Truck Tires

Please refer to diagram below.

Maxinum load
Load & inflation when
frange usedasa dual

Maximum load
&inflationwhen  Load inflation
wsedasasingle  limits

Tires for light trucks have other markings besides those
foundon thesidewalls of passengertires.

LT
The “LT” indicates the tire is for light trucks.

Max. Load Dual kg(lbs)

at  kPa(psi) Cold

This information indicates the maximum loadand tire
pressure when the tire isused asa dual, that is, when
four tiresare put on each rear axle (a total of six or
more tireson the vehicle).

Max. Load Single___kg(Ibs)

at___kPa(psi) Cold
This information indicates the maximum loadand tire
pressure when the tire isused asasingle.

Load Range
This information identifies the tire’s load-canying
capabilitiesand its inflation limits.

Snow Tires

In some heavy snow areas, local governments
may require true snow tires, those with very
deeply cut tread. These tires should only be
used in pairs or placed on all four wheels. Make
sure you purchase snow tires that are the same
size and construction type as the other tires on
your vehicle.

DOT HS 809 361
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WHEEL BEARING MAINTENANCE

TYPICAL TRAILER
BEARING SET UP

Wheel bearing maintenance should be
performed every 20,000 miles of normal
operation.

Dusty, dirty, or offroad/rough use can i B e e
. . BEARING
increase the need to perform maintenance at K -~ \
an increased interval.

DUST
CAP

)

WASHER

Y

/

SPINDLE NUT
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TOOLS AND MATERIALS NEEDED

* Large adjustable wrench * Bearing grease

* Flat head screwdriver * Brake cleaner

* Hammer » Clean rag

» Jack * Kerosene

+ Jack stands x2 * Penetrating fluid

* Needle nose pliers * Small pan

* Lug nut wrench * Plastic bristle brush

1.JACK UNIT AND

2. REMOVE DUST CAP

22



ROTARY TOW BEHIND  REV010322

3.REMOVE COTTER PIN FROM SPINDLE NUT

SPINDLE NUT =

4. CAREFULLY REMOVE THE
BEARING FROM THE HUB

To remove the bearing
and the seal use a piece
of wood and a hammer
to tap around the
outside edge of the
bearing. If the seal is
stuck or rusted use
some penetrating fluid
to loosen it. Replace the
seal if it is damaged in
anyway.

BACKSIDE
OF HUB

Soak the removable parts in
kerosene

Clean the bearing, race, and seal with
a bristle brush and some of the
kerosene

Inspect for any signs of wear and
replace them if needed

Once the items are clean, spray them
with brake cleaner and set them
aside to dry

Wipe down and clean the spindle as
well, spray once brake cleaner once
complete and allow to dry
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PACK THE BEARING REASSEMBLE
WITH GREASE WHEEL HUB

When reinstalling the whedlub, you must follow these steps to prevent bearing danmage

1. Tighten the wheel bearing nut until snug.
Back offwheel bearing hub ¥4 turn.
Reinstall retaining pin.

Reinstall dust cover.

Install tires

Torque lug nuts to 904bs

SIS I YA

24



ROTARY TOW BEHIND  REV010322

Technical Data

Compressor Model | S090 S115 S185
CFM 90 115 185

Max Pressure (PSI) 125 125 125

Working Pressure (PSI) 100 100 100
Minimum Separator Pressure (PSI) 50 50 65

Safety Valve Opening Pressure (P{ 150 150 145

Compressor Oll

Total Capacit@ah) 14 4 o |
Motor |
Maximum Operating Speed (RPM)| 2850(0+50) 3000 (0+50) 3000 (0+50)
Minimum Operating Speed (RPM) | 1750 1750 1900
Engine Oil Sump Capacity (Gal) |1 1 1.75

Cooling System

Coolant Amount (Gal) 2 2 /215 |

Axle-Mounted Version
Total Weight ready for use (Ibs.) 1237|1237  [18%2 |
Total Authorized loaded weight 1654 1654 1874

(Ibs.)

Skid Version
Total Weight Ready for Use (Ibs.) | 1058 1058 1411
Compressor: Asymmetric rotary with oil injection
Engine: S090, S115 KUBOTA water cooled, electric start, with indirect injection, diesel fueled

3-cylinder model# D1105

S185 KUBOTA watarooled, indirect injection, electric starter, diesel fuel circuit vent

4-cylinderturbo mode# V1505

Canopy: Steel Chassis

Trailer(Where Applicable)

Articulated ALKO drawbar with integral unit vibration absorption

Unit Specific Information (filbut for your records)

Engine Serial Number:

Air End Serial Number:

Separator Serial Number:

Valve Serial Number:

Trailer Serial Number:

Road Authorization/Registration Numbe
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Operation

Ensure all personnel that work around aperate the compressor have read this manual and are well versed in the
operation of this machinery. NEVER allow untrained personnel to operate this drits unit ships with break in oil
and should be ready to operate. Be sure to check oil and fuel Igreir to starting.

Pre-Use Inspection

1. Verify the compressor is on flat/level surface.

Ensure theraareno flammable items i.e., fuel cans or rags inside or within 25ft of the compressor.

Make surethe compressor used ian open andwell-ventilatedarea.

Check that the compressor is not placed next to any obstacle to aecittling hot air and/or exhaust fumes.
Inspect in and around the compressor for any fluid leaks.

Verify fuel and fluid levels.

7. Close all covers on the compressor; the unit shawgder be run with any cover open.

ook wnN

Start Up

1. Close all outlet valves.

2. Turn the start valve tthe STAR'BTOP position.

3. Turn on the COM selector switch: the battery charge lamp should light up.

4. Holdin position until the PRE lamp light goes out.

5. Turn the keyto engage the starter, then release the key as soon as the engine starts.

6. Allow the compressor to warm up for five minutes prior to moving the start valve to the RUN position

NOTE: When temperatures are lower than@dDO NOT engage the starter for longiran 10 seconds before
beginningstart up proceduresagainfrom step 3.

NOTE: Make sure to open air control valves SLOWLY to prevent laghihdamage to flexible air in lines installed on
and in the compressor.

Shut Down

1. Close all air valves on the compsot

2. Tunthe STARBTOP valve.

3. Allow the compressor to idle for one to two minutes to avoid a sudden stop.
4. Switch off the ignition.

5. Verify that the internal pressure is reduced to zero after 20 seconds.

Parking Compressor

1. Unit wheels must be chocked if parké&€hock all tires in both travel directiolBANGERFailure to chock tires
even on appareriy flat surfaces may lead to severe compressor damaggverepersonnelinjury and/or
death. Seehe images on the following mpes for proper chocking procedures.
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End

Place chock in the center and square to tire.

Maintenance

NOTEThe operations and maintenance included in this section refer to use under normal conditions. In harsh or
difficult conditions such as temperature extremes, particulate filled atmospheres, elevation differences,Yaia. must
perform some operations mordrequently, and other precautions must be taken. Consult the manufacturer for the
specific maintenance needs that apply to your application.

DANGER: NEVE&move lids, caps, and any other components while the
compressor is working and/or undegressure. Stop the compressor and

& remove the ability for the compressor to start by removing the ignition key
Verify the unit has no stored pressure before servicing or inspecting.

Break In

The Compressor must be closely monitored during the breakiiimd. The break in periogfers to thefirst 50 hours of
operation of the compressoNamely the first 50 hours afctual run time. The following should be performed at the end
of the break in period.

BREAK IN MAINTENANCE
Compressoset 1. Checldrive belt tension
2. Purgefueltank and fuel circuit
3. Check fuel prdilter
4. Verify bolt torque on all bolts

Check and clean air filter
Drain the sump

Change the oil filter cartridge
Change the fuel filter cartridge
Check fan beltension

Verify check valve clearance
.|
Compressor 1. Check and clean air filter

2. Change oll filter

3. Check control functions (speed and pressure)

Engine

o0 wWINIE
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DAILY
Check fuel tank level
Check oil level (engine and compressor)
Check radiator coolarevel
Check/drain dust drain on air filter
Check fuel filter
6. Clean and clean battery terminal connections
EVERY00 HOURS COMPRESSOR SET
1. Purge the fuel tank and lines
2. Check tightness of bolts on the unit and trailer
ENGINE
1. Check anbbr replaceair filter
2. Check and/or replace oil filter
3. Drain the sump
4. Change the fuel filter cartridge
COMPRESSOR
1. Check anbbr replaceair filter
2. Check all control functions (speed and pressure)
3. Check and/or separator filters

SRR

i

EVERY 50d0URS \ ENGINE

1. Change engine oil

2. Change engine oil filter
EVERY 2@HOURS \ ENGINE

1. Checkregulating system
2. Remove and clean fuel tank
3. Drain and replace coolant
COMPRESSOR
1. Drain and replace compressor oil
2. Replace compressor oil filter
3. Replace separator filter
TRAILER MAINTENANCE

100 MILES 1. Tighten wheel lugs

1500 MILES 1. Tire tread inspected

2. Check wheel lug tightness

3. Verify the unit is securely fashioned to the trailer

5000 MILES 1. Trailer braking systenimspection/replace if worn

20000 MILES 1. Repack trailer bearings

*You may need to shorten maintenance periods in casesxifess use, hostile environmentsy extremetravel conditions.

Recommended Products Engine Oil: KubotaSAE 10\AB0, Dual Purpose #700600201

Compressor Oil: Airbase Synthetic Rotary @QiDIL0O03

Goolant/ Refrigerant:  50%/50% solution of antifreeze and water use prediluted)
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CoolingSystem

1. Ifyou must removehe cap for the radiatofollow the instructions below and therarefullyreplacethe cap
securely.
2. If a coolant leak occurs immediately consult manufacturer.

3.5h bh¢ 2SNFAfE GKS ar¥Sde NBEAST Gryl lFo20S (KS

Coohnt SystemGuidelines

1. Always weanppropriate PPE such as rubber gloves, face shisdtective aprongtc., when handling coolarr
refrigerant.

In any case of ingestion of coolant/refrigerant force regurgitation iamediatelyseek medical attention

If contact with exposed skin orathing occurs waswith water immediately.

DO NOT mix different types of coolant. Use only manufacturer approved items.

Keep coolant away from flames and small children.

Dispose of used coolant in accordance with local, state, and fegeidlines.

To drain coolanbr refrigerant alway$e sureto openboth drain valves and open the cooler capdéi do not
openthe cap coolant will not drain correctly.

8. Remove the overflow hose from the radiator pressure cap to drain the expansion tank.

Noakowb

Coolant/Refrigerant Overheating

If the alarm light turns on due to coolant/refrigerant temperature or because coolant/refrigerant skesimssplashing
from the overflow pipe. Turn off the load and operate the engine at idle for a minimum of five mitouédiew ittoo
gradually coalThen, stop the engine and inspect the following:

1. Leaks in the coolant system.

2. Pinched lines or obstructions to the coolant system itself.

3. Thatradiator fins and cooling fan blades are free from dust build up
4. Verify the tightess of the fan belt

Coolant System Cleaning

1. DO NOT cleathe cooler with any hardened tools such as screwdriypasnt scrapers, etc. Té¢se toolscan
damage the fins and lead to leakage.
2. Remove dust and build up by washing it with running water.
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w

PwbdhPE

Air Fiter

X

Since the air cleaner/filter used on this engine is a dry type, DO NOT apply oil to it.

1. Air Filter Housing
2. Filter Element
3. Air Filter Cover/Lid

Open the evacuator valve once per week or daily in a dusty environt@geting the valvavill remove large
particles of dust and ditto exit the unit.

Wipe the of the air cleaner with a cloth if needed.

Avoid touching the element with your skin or withly or dirty rags/towels.

Make sure the cover/lid is properly closed if it is not sealed correctly unfiltered particulates may enter the
engine and cause damage to the unit.

Compressor Oil Filter

Unscrew the disposable cartridge

Refit a new cartridge

Ensure to grease the seal of the new cartridge prior to installation.

DO NOT set the cartridge on a surface covered in dirt, dust or partichletesuehey may hinder the proper
sealing of the new cartridge.
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Oil Separator

To avoid injury:

- Make sure to stop the engine before changing the oil
separator cartridge.

- Let the engine cool down sufficiently, hot oil may lead to
injury.

- Check that the air system is not under pressure

1. Replace the oil separator cartridge flush.

2. Untighten the 8 screws of the separator lid.

3. Remove the lid carefully as to not damage the components and
the dip tube attached to the cover.

4. Apply a thin layer of oil on the seals of the new cartridge.

5. Screw the 8 lid screws by hand and do not forget to fasten the air
filter bracket. When the lid comes into contact with the surface of the
gasket, tighten the screws with a torque wrench in order to avoid
damaging the seals of the cartridge.
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If the belts d the compressor are damaged, loose or worn it could result in overheating or decreased compressor

output.

1.

2.
3.

To avoid injury, ensure to stop compressor and remove the ignition key prior to inspecting/servicing compressol
belts

Propero St (i (i Sy & 8l yheasudied midwayébetiveien the pulleys.

If the belt tension is incorrect, unscrew the bolts that secure the air endighten the deflection nut on the

side of the air end until the belt tension is corrected and matches accepliatits.

Replace damaged or wobelts.
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Digital Controller 1850NLY)

Q Deep Sea Electronics
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ICON

DESCRIPTION

Stop / Reset Mode

This button sets the controller on Stop / Reset Mode. This button erasesa |l | al ar |
the default is not already active.
If the engine is running, this button launches the stop sequence.

Automatic Mode

This button sets the controller to Automatic Mode. This activates the engine speed
regulation in relation to the pressure settings.

This mode allows air outlet use.

If the engine is ready to start, this button can launch the start sequence.

Start / Manual Mode

This button sets the controller to Start / Manual Mode. If engine is ready to start, this
button can begin the start sequence.
As long as manual mode is active, the outlet valve will be closed and pressure is unloaded.

Menu and Navigation

These buttons allow for navigation between different screen panels.
You can go to instrumentation panels with a long push on one of these buttons.

Engine Speed Button

These buttons allow the setting of the engines speed, and only function in manual mode.
In this mode the outlet valves are closed.
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S185(ST/TR)
QUICK START

@ Before using, be sure t®@ad andobserve the instructios in thesafety and usemanual.

CONTROLLER SWITCH ON

Turn QN the key switch

Controller will be activated.

COMPRESSOR START

Outlet valveis closed andhe emergency stop not activated.

Push the start button

Compressor will start and will have a 30 sec preheating sequence.
Compressor will be automatic start mode initially.
Compressor will be ready tuse as soon as the psese begins to build.

COMPRESSOR STOP

Do not usehe emergency stoand do notdouble pustthe stop button, this will cause audden stopand may damage
the unit.
Usethe emergency stop only for emergency situations

Push thestop button

Thisbutton activates the stop sequence, compressor will take around 20 second to completely stop.
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Regeneration

This unit is equipped with particulate filtration and must have a regeneration cycle. Depending on the regeneration cycl
detected by the engineantroller unit some actions may not be available.

LEVEL
Level O Regeneration not needed.
Parked regeneration disabled
Level 1 Active regeneration is in progress
Parked regeneration will activate if all conditions are go
Level 2 Active regeneration is on but is not enough.
Parked regeneration must be activated.
Level 3 Active regeneration is disabled.

Parked regeneration must be done.

Outlet valve is closed and engine is unloaded.

Level 4 Active regeneration is disabled.

Parked regeneration is disabled.

Outlet valve is closed and engine is unloaded.

Level 5 Active regeneration is disabled.

Parked regeneration is disabled.

Outlet valve is closed and engine is unloaded.

Regeneration is impossible, and the patrticle filter must be inspected by Kubota service.

From level 2 an information alarm will appear on the controd®ARKED REGENERATION IS NEGESSARY

If parked regengation is notcarried outthe engine will go to level 3, where the compressor cannot be used as long as
parked regeneration is n@ccomplished

Parked Regeneration

Check engine fuel level.

Start the engine.

After the engine starts, push the green buttar fmanual mode.

Press the up and down icons simultaneouahyafter a few seconds engine RPMs will increase.
Allow 20 minutes for the regeneration cycle to complete and the compressor will be ready to use.

arwNPRE

CAUTION! During parkeggeneration, particle filter temperature will be higher than
normal and may lead to severe burns and or fires. Please refer to the chapter on safg
to avoid fire hazards.
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Attaching Towable UnifTrailer

This unit is equipped with gositional tow bar which allows it to be towed by a multitude of vehicles. This tow bar
although easy to use, can lead to a variety of issues if not installed correctly.

Ensure the hitch attachmensection three, is parallel
with the trailer lead, section one, when installed. This|
will ensure the unit stays mounted dghe hitch and
undue stress is not placed on the trailer.

Height and angle can be adjusted at
these two locations. Thework by
havinglocking teeththat presstogether
at various positions to give yaperfect
fit for your application. Begin by
removing the cotter pin at each
location. Once the pin is removed you
may looserand adjusty turning the
handle counterclockwise far enough to
allow the teeth todisengage anthove
without grinding against each other.
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¢l L{ ¢w!L[O9w 2L[[ hbf 9-/9t¢ ! wée . V[[ 1Le¢/IH 5

Once thetrailer arm is in
the correct position,
tighten the adjustment
handlesand replace the
cotter pins Ensureto

firmly press the cotter pin
in place, and verify they gg¢
into one of the holes in
adjustment bolt,such as
the one shown on the left.

DANGR! Adjustment arms must be
tightened as much as possible to prevent
tow arm slippage. Failure to fully tighten
may result in damage to equipment and
‘ sevee injury to personnel

Once your trailer arm is in the correct positiotove the
vehicle to the tailer. Place of the towing vehicle into
the ball mount of the trailer arm hitch. Aselipall settle
into the socket of the arm you should hear an audible
W/ [L/YQ Fta GKS oltf f80]
the mechanism breakis, you must apply downward
force to the trailer hitch mount to ensure proper
connection.

YOU MUSTHECK TO MAKE SURE THE TRAILER |
SECURED TO THE HITCH MOUNT! FAILURE TO D
WILL LEAD TO SEVERE DAMAGE TO EQUIPMENT
AND/OR SEVERE INJURY OR FATALITY OF
INDIVIDUALST o verify trailer is secured attempt to lift
trailer arm offhitch. Trailer arm should not lift!

38



ROTARY TOW BEHIND  REV010322

Once the trailer hitch ilbcked securely in the hitch
mount, you will need to raise the trailer support leg to
travel height. Begin bygullingthe retaining wire off of
the pin holding the leg in place (pin and retaining wire
marked as 1 in the drawing). Slide out the pin. Pulling
upward from the top of the leg, raise the leg to travel
height, marked as figure 2. Replace the pin ensuring t
usethe retaining wire to lock the pin in place.

ONLY PULL UPWARD ON THE SUPPORT LEG, DO
ATTEMPT TO LIFT FROM THE BOT3hi# in the
vehicle or trailer hitch failure, or improper mounting
may lead tosevereinjuriesto personnel.

After the trailer support leg is locked into placéQU
MUSTinstall the safety cables as shown. Safety cables
should beinstalledstraight and should not cross.

DO NOT MODIFY TRAILER SAFETY CABLES IN AN
Cable attachment on the trailer side shoule thecked
for frays, damage, and tightness prior to installation.
Gloves should be worn when handling cables as the st
may become frayed an/or have sharp edges that may
lead to injury if handled without proper safety
equipment.

At this point you musattach the trailer power supply cable to the towing vehicle trailer power supply. This will power
the trailer lights during towing and ensure safe operation of the trailer signaling devices.
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To detach trailer from towing
vehicle, ensure trailer wheelare
properly chocked (REF pg. 26), and
on a flat and level surface. Lower th
trailer support arm and lock it into
place utilizing the supplied pin.
Disconnect the trailepower supply
and trailer safety cables. Firmly grag
the trailer release handle ahpull up
ward. This will disconnect the trailer
ball mount from the towing vehicle
ball hitch.

In this view you can see the operation of the ball hitc
locking mechanisnOnce again, the trailer hitch
Y2dzy G Aa RSaA3aIySR F2NJH
function properly if undersized.
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Detail Parts Explosion S09&115

8 13
=
Ref. Qty Description
2 1 1 SPRING
o v - 2 1 PNEUMATIC LEAK
3 1 PULLEY
4 1 CYLINDERS SUPPORT
5 1 STRAPE
" 12 6 1 SCREW
o 7 1 FAN D1105
o= - 8 4 WASHER
[ |
= N 9 2 WASHER
o= 0 3 WASHER
1 1 SPACER, FAN
12 7 WASHER
13 4 SCREW
b 6 SCREW
15 1 ENGINE OIL FILTER
16 1 CYLINDER, SPEED (25 STOKE 50
7 1 TRINGLE ROD
18 1 ENGINE D1105 TIER 4
19 1 ORING
20 1 LOCKNUT
21 4 SCREW
2 1 TEE
(15 ).~
(14
¥Y - 12
Ref. Qty Description (13)
1 1 Air end }
2 1 Pulley
3 1 Washer
4 1 ‘Washer
5 1 Screw (
[ 2 Stud
7 2 Stud
8 1 Seal
9 1 Reduction
10 1 Temperature probe
11 1 Elbow version
12 1 Nipple
13 1 Elbow
14 1 Non-return valve / .’
15 1 Nipple e
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Ref. Qty Description
1 1 Air end support
5 2 5 Washer
[ue 3 5 Screw
T 4 1 silent black
&,
% o. =~ 5 3 Screw
) Wi | 6 3 Washer
2 :- 7 3 Mut
— 8 1 Rear support
& & 9 3 Washer
7 11 10 3 Serew
11 3 Washer
12 3 Screw
13 6 Screw
14 2 Silent block
15 6 ‘Washer
16 [ Mut
17 1 Front support
18 4 Washer
19 4 Screw
20 1 Silent block
21 3 Screw
22 3 Washer
23 3 Nut
®
Qty Description
1 4 Frame assembled
2 4 Screw
3 4 Washer
4 2 Washer
5 2 Nut
[ 2 Washer
7 2 Nut
8 2 Belt
9 1 Stud
10 1 Washer
11 1 Nut
12 4 MNut

42



ROTARY TOW BEHIND  REV010322

Ref.

Qty

Description

Frame

Screw

Washer

Nut

Screw

Washer

Grate

Washer

Ol | Nl o|lu| & W] N =

Bl bRl oo | =

Screw

Ref.

2
<

Description

Panel

Foam

Cooler

Screw

Washer

Hood

Case

Nut

Wl o] S| ;| | & W] N

Screw

=
=]

w| w| w| ,r| m,| el vl ,r] »]| =~

Washer
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10

o
2

Qty

Description

Low level hose

High level hose

Collar

Tank support

Washer

Screw

Expansion tank

Washer

|l o] Nl o]l Bl wW|N] -

[ RN I Y ) Y B SN RN

Screw

=
o

Nut

Ref.

Qty

Description

BRACE

AIR END

SEAL

SCREW

INLET VALVE

SCREW

WASHER

UNF 10-32 PLUG

W| | N|] O] | & W] N| =

L R N R B L

SEAL

44



ROTARY TOW BEHIND  REV010322

13 3 12
5
By
2 7 o
1 ;,' 'i Ref. Qty Description

5 s “. 1 8 Washer
2 8 Screw
3 1 DIP TUBE
4 1 SEPARATOR PLUG
5 1 SLEEVE
6 1 SEPARATOR US
7 1 SEPARATOR ELEMENT
8 1 TE
9 1 ELBOW
10 1 PLUGFJIC7/8
11 1 O-RING 37,3x3,6
12 1 ELBOW
13 2 UNION
14 1 SAFETY VALVES D10
‘., S

¢ o

e

14

10

Ref. | aty Description
1 1 OIL AIR HOSE
2 1 HYDRAULIC HOSE, RETURN OIL
3 1 SUPPORT OIL FILTER
4 1 FLANGE
5 2 ELBOW
6 1 COMPRESSOR OIL FILTER
7 3 NIPPLE
8 8 SCREW
9 4 WASHER
10 2 LOCKNUT
11 2 WASHER
12 1 OIL HOSE
13 1 OIL HOSE
14 1 HYDRAULIC HOSE
15 2 SCREW
16 1 ORING
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(D4 v o~
i | 5 (10)
v — Ref. | Qty Description

1 1 Support
2 1 Brace
3 1 Brace
4 2 Screw
5 2 Screw
6 2 Nut
7 2 Nut
8 4 Washer
9 2 Screw
10 2 Washer
11 4 Washer
12 4 Screw
13 1 Protection
14 4 Washer
15 4 Screw

3 Qty Description
1 4 Screw
2 4 Washer
3 2 Washer
4 2 Nut
5 1 Square
[ 1 Strap
7 1 Washer
8 1 Screw
9 1 Square
10 2 Washer
11 2 Nut
12 1 Nut
13 1 Washer
14 1 Fuel tank
15 1 Cap
16 - Pipe
17 9 Collar
18 1 Clamping
19 1 Union
20 2 Washer
21 2 Screw
22 1 Assembled filter
- - Spare filter
23 1 Pump
24 2 Washer
25 2 Screw
26 1 Prefilter
27 1 Clamping
28 1 Union
29 - Pipe
30 2 Collar
31 1 Clamping
32 1 Union
33 1 Collar
34 - Pipe
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ROTARY TOW BEHIND  REV010322

Ref. Qty Description
1 1 STAND
2 1 SLEEVE
3 1 HOSE
4 3 SCREW
5 3 WASHER
6 2 COLLAR
7 1 TEE
8 1 GATE
9 1 VALVE, START-STOP / RUN
10 2 COUPLING GASKET
11 3 LOCKNUT
12 1 ELBOW 90D MF 3/4 GALVA
13 2 UNION
14 1 HOSE
15 1 HOSE
16 1 HOSE
17 1 HOSE
18 1 HOSE

R

13 18 -

V]

Ref. Part number

[=]
<

AIR HOSE

SUPPORT AIR END

COLLAR

COLLAR

WASHER

SCREW

COLLAR

AIR FILTER

Wi |k |WN] =
Rl nN]e =]

LOCKNUT

IN REGULATOR
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i (12
Ref. Qty Description

1 1 Controller case
2 2 Relay support
3 2 Washer

4 2 Screw

5 2 Safety relay

6 1 Timer relay

7 1 Washer

8 1 Screw

9 1 Fuse holder clip
10 1 Washer

11 1 Screw

12 1 Fuse holder

13 1 Fuse holder

14 1 Fuse

15 1 Fuse

16 1 Support

17 4 Screw

18 4 Washer

19 1 Switch
20 1 Red Indicator
21 1 Orange Indicator
22 1 Hour counter
23 1 Manometer
24 1 Quick Connect
25 1 Protection
26 1 Switch key
27 2 Screw
28 2 Washer

- 1 Cable harness
29 1 Seal
30 1 Plexi reinforcement

Ref. Part number Qty Description
1 MAC2AP0O3397 1 Silencer
2 MAC2AS02487 3 Screw
3 MAC2A502536 3 Washer
4 MAC2AP03216 1 Delivery pipe
5 MAC2A502477 1 Collar
6 MAC2AS03238 1 Seal
7 MAC2A502539 2 Screw
8 MAC2AS02496 2 Washer
9 MAC2AS02531 2 Nut
10 MAC2A502532 2 Washer
11 MAC2AS02536 3 Washer
12 MAC2AS04027 3 Nut

27 26

28

e

30
25
29
24
16
1
18
17
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ROTARY TOW BEHIND  REV010322

Detail Parts Explosion S185

R

1 1
2 1
3 1
4 1
5 1
6 6
7 6
8 1
9 1
10 1
11 1
12 1

EF# QTY PART

Engine Bell
Temp. Probe
Check Valve
Nipple
Elbow
Screw
Washer

Air End

Hub Coupling
Union

Nipple MF
Nipple

R

1 1
2 4
3 6
4 1
5 4
6 1
7 2
8 1
9 6
10 1
11 1

EF# QTY PART

Fixing
Washer
Washer
Washer
Screw
Screw
Collar
Coupling
Screw
Fan
Engine
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1.10

1.6

ROTARY TOW BEHIND

1.12

REV010322

1
1.1
1.2
1.3
1.4
15
1.6
1.7
1.8
1.9
1.10
1.11
1.12
2

3

1

WNRP R RPR®WR PR

REF# QTY PART

Bottom Frame

Tank Chassis Side Pc
Engine Chassis Side Pc
Travel

Bottom Sheet

Bottom Sheet

Trave

Engine Fixing

Screw

Washer

Insert

Insert

Prevailing Torque Hex Nut
Engine Support

Engine Support

R
4
5
6
7
8
9

10
11
12
13
14
15
16
17

4

A DA DD S DOCOKLOOBOOOOON

EF# QTY PART

Prevailing Torque Hex Nut
Screw

Washer

Washer

Washer

Washer

Screw

Screw

Silent Block

Silent Block

Washer

Silent BlockAdaptor Ring
Silent BlockSpacer
Screw
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ROTARY TOW BEHIND  REV010322

REF# QTY PART

1.1 4 Rivet

1.2 1 Exhaust Protection

13 1 DPF Outlet

14 2 Fixing

15 1 Fixing

1.6 14  Screw

1.7 4 Washer

18 4 Washer

1.9 20 Washer

1.10 4 Prevailing Torque Hex Nut
1.11 8 Washer

112 2 Screw

113 1 Seal

114 1 Seal

1.15 1 Connector

1.16 1 Particle Filter

1.17 2 Prevailing Torque Hex Nut
1.18 4 Screw

1.19 10 Prevailing Torqgue Hex Nut

REF# QTY PART

1.1 1 Radiator

1.2 1 Frame

1.3 1 Grate

1.4 18  Screw

1.5 25 Washer

16 4 washer

1.7 11  Prevailing Torque Hex Ny




ROTARY TOW BEHIND  REV010322

REF# QTY PART

11 1 Air Hose

1.2 1 Lower Radiator Hose
1.3 1 Expansion Tank Kit
14 2 Screw

15 2 Washer

16 1 Hose Clamp

1.7 1 Hose Clamp

18 1 Hose Clamp

19 1 Hose Clamp

16 12

REF# QTY PART

11 1 Cover 116 122 115 118 16
1.2 1 Separator Plug

13 1 Separator Tank

14 1 Dip tube

15 8 Screw

16 1 Elbow

1.7 1 Elbow

18 1 Plug

19 1 Tee

1.10 6 Screw

1.11 8 Washer

1.12 12  Washer

1.13 1 Tee

1.14 1 Separator Element

1.15 1 Elbow

116 1 Minimum Pressure Valve
117 1 Solenoid Control Valve
118 1 Pressure Transmitter
119 1 O-ring

1.20 6 Prevailing Torque Hex Nut
121 1 Union

122 2 Nipple

1.23 1 Hose 4x6

124 1 Safety Valves




ROTARY TOW BEHIND  REV010322

REF# QTY PART

1.1
1.2
1.3
1.4
1.5
1.6
1.7
1.8
1.9
1.10
1.11
1.12
1.13
1.14
1.15
1.16
1.17
1.18
1.19
1.20
1.21
1.22
1.23

1

NDADAMNDIMRPNANMNDAMMRWRRPRRRRRRRPR

Hose Air Oil

O-Ring

Hydraulic hose, Oil Return
Hydraulic Hose SeparatorRadiator
Hose RadiatepFilter

Hose Filter>Air End

Oil Filter Support

Flange

Elbow

Compressor Oil Filter
Nipple

Plug

Screw

Screw

Washer

Washer

Screw

O-ring

Screw

Fastening Flange

Washer

Washer

Prevailing Torque Hex Nut

REF#
1.4
15
1.6
1.7
1.8
1.9
1.10
1.11
1.12
1.13
1.14
1.15
1.16
1.17
1.18
1.19
1.20
1.21
1.22
1.23
1.24
1.25
1.26
1.27
1.28
1.29
1.30
131

QTY PART
Fuel Line
Fuel Line
Fuel Line
Fuel Line
Fuel Line
Fuel Line
Fuel Line
Fuel Line
Screw
Washer
Fuel Pump
Hose Clamp
3 Hose Clamp
Screw
Screw
Washer
Washer
Prevailing Torque Hex Nut
Insert
Hose Clamp
Mounting Bracket
Screw
Union
Tank
Filter STG 5
Filter GO STG5
Tee
Prevailingrorque Hex Nut

PR ONRRRRRRRR

(IR
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